Idaho Transportation Department

Percent of MADT At Continuous Count Vehicle Length Sites

Site ID: 001010 032.405 Scheme ID: 6
Location:  #094 1-84 2.6 Mi. N.W. of Nampa Blvd. IC (W Namp County: CANYON
Axle Factor Group: 3 Growth Factor Group: 2
Seasonal Factor Group: 1 FHWA Functional Class: 11
1996 Traffic Year
LENGTH Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Avg
0>-6' 0.1 0.1 0.1 0.1 0.2 0.1 0.2 0.2 0.4 0.2 0.2 0.1 0.2
6>-23' 85.3 85.4 84.7 84.7 84.8 84.1 84.7 84.1 83.5 83.8 84.8 86.3 84.7
23>-40' 2.2 2.2 2.6 2.9 3.2 3.6 3.7 3.5 34 3.1 2.4 2.0 2.9
40>-70' 9.8 9.8 9.9 9.7 9.2 9.5 8.9 94 9.4 9.7 9.4 8.8 9.4
70>-120" 2.7 2.6 2.7 2.6 2.6 2.6 2.7 2.9 34 3.2 3.2 2.7 2.8
MADT 24,610 | 26,405 | 29,017 | 29,674 | 29,322 | 31,136 | 30,845 | 31,648 | 28,276 | 28,699 | 28,410 | 26,768
UNCLS (1) ) ) ) )

Note 1: For unclassified lengths, the percentage is based on all vehicles counted.
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